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1
TRANSISTORS AND FABRICATION
METHOD

CROSS-REFERENCES TO RELATED
APPLICATIONS

This application claims the priority of Chinese patent
application No. 201210492206.1, filed on Nov. 27,2012, the
entirety of which is incorporated herein by reference.

FIELD OF THE INVENTION

The present invention generally relates to the field of semi-
conductor manufacturing technology and, more particularly,
relates to transistors and fabrication techniques.

BACKGROUND

In order to follow the Moore’s law, dual gate transistors
have been developed by existing semiconductor technolo-
gies. In a dual gate transistor, a channel is surrounded by two
gates. The electric current in a dual gate transistor may be
doubly controlled, thus the operating speed may be enhanced,
the size may be reduced, and the power consumption may be
lowered.

FIG. 1 illustrates an existing dual gate transistor. The dual
gate transistor includes a substrate having a semiconductor
substrate 101, a buried isolator 102, a back gate layer 103, a
back gate dielectric layer 104, and a single crystal semicon-
ductor layer 105. The dual gate transistor also includes a top
gate dielectric layer 107, a top gate 108, a capping layer 120,
and a sidewall spacer 111. The semiconductor substrate 101,
the buried isolator 102, the back gate layer 103, and the back
gate dielectric layer 104 may form a back gate structure. The
top gate dielectric 107, the top gate 108, the capping layer
120, and the sidewall spacer 111 may form a top gate struc-
ture.

With the continuous development of the transistor technol-
ogy, performance requirements of transistors have been
increasing, thus how to increase the electron mobility of the
channel of a transistor may be an urgent task for the semicon-
ductor industry. The disclosed methods and systems are
directed to solve one or more problems set forth above and
other problems.

BRIEF SUMMARY OF THE DISCLOSURE

One aspect of the present disclosure includes a method for
fabricating a transistor. The method includes providing a
semiconductor substrate, and forming a metal layer on the
semiconductor substrate. The method also includes forming a
silicon layer having at least one layer of graphene-like silicon
on the metal layer, and forming a metal oxide layer by oxi-
dizing a portion of the metal layer underneath the silicon
layer. Further the method includes forming a source region
and a drain region connecting with the silicon layer.

Another aspect of the present disclosure includes a transis-
tor. The transistor includes a semiconductor substrate which
is used as a gate of a back gate structure. The transistor also
includes a metal layer which is used as a substrate for forming
a silicon layer having at least one layer of graphene-like
silicon layer, and a metal oxide layer. Further, the transistor
includes the silicon layer having at least one layer of
graphene-like silicon. Further, the transistor also includes a
source region and a drain region connecting with the silicon
layer, and a top gate structure having a top gate dielectric layer
and a top gate layer. Other aspects of the present disclosure
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2

can be understood by those skilled in the art in light of the
description, the claims, and the drawings of the present dis-
closure.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 illustrates an existing dual gate transistor;

FIGS. 2-4 illustrate semiconductor structures correspond-
ing to certain stages of an exemplary fabrication process for a
transistor consistent with the disclosed embodiments;

FIG. 5 illustrates a dual gate transistor consist with the
disclosed embodiments;

FIG. 6 illustrates a three dimensional structure of a dual
gate transistor consistent with the disclosed embodiments;
and

FIG. 7 illustrates an exemplary fabrication process for a
transistor consistent with the disclosed embodiments.

DETAILED DESCRIPTION

Reference will now be made in detail to exemplary
embodiments of the invention, which are illustrated in the
accompanying drawings. Wherever possible, the same refer-
ence numbers will be used throughout the drawings to refer to
the same or like parts.

A graphene-like silicon may refer to a two-dimensional
single atom layer which is made of silicon atoms arranging
with a hexagonal crystal lattice. The graphene-like silicon has
arelatively high electron mobility. If the graphene-like silicon
is used as a channel material in a transistor, the performance
of' the transistor may be significantly enhanced.

FIG. 7 illustrates an exemplary fabrication process for a
transistor with a graphene-like silicon channel consistent
with the disclosed embodiments. FIGS. 2-4 illustrate semi-
conductor structures corresponding to certain stages of the
exemplary fabrication process. FIG. 5 illustrates another
semiconductor structure consistent with the disclosed
embodiments. FIG. 6 illustrates a three-dimensional semi-
conductor structure consistent with the disclosed embodi-
ment.

As shown in FIG. 7, at the beginning of the fabrication
process, a semiconductor substrate with certain structures is
provided (S101). FIG. 2 shows a corresponding semiconduc-
tor device.

As shown in FIG. 2, a semiconductor substrate 201 is
provided. The semiconductor substrate 201 may include any
appropriate type of semiconductor material, such as single
crystal silicon, germanium, poly silicon, amorphous silicon,
silicon germanium, carborundum, indium antimonide, lead
telluride, indium arsenide, indium phosphide, gallium ars-
enide, gallium antimonide, alloy semiconductor, or epitaxi-
ally grown materials, etc. In one embodiment, the semicon-
ductor substrate 201 is highly doped single crystalline silicon.
The semiconductor substrate 201 may be used as a back gate.
The semiconductor substrate 201 may also provide a base for
subsequent processes and structures.

After providing the semiconductor substrate 201, a metal
layer 202 may be formed on the semiconductor substrate 201.
The metal layer 202 may be made of any appropriate material,
such as silver, zinc, copper, or nickel, etc. In one embodiment,
the metal layer 202 is silver. For illustrative purposes, silver
may be used as the metal layer 202 throughout the entire
application.

The silver layer 202 may be formed by a physical vapor
deposition (PVD) process, such as a thermal evaporation
process, an electron beam deposition process, a magnetron-
sputtering process, or a pulse laser deposition process, etc.
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The silver layer 202 may also be formed by a chemical vapor
deposition process or a electroplating process. In one embodi-
ment, the silver layer 202 is formed by a PVD process.

The silver layer 202 may be used as a substrate for subse-
quently forming a graphene-like silicon layer. A thickness of
the silver layer 202 may be have impact on certain aspects of
the semiconductor structure. If the thickness of the silver
layer 202 is too small, it may be adverse for subsequently
forming the graphene-like silicon layer. If the thickness of the
silver layer 202 is too big, it may be easy to waste silver. In one
embodiment, the thickness of the silver 202 may be in a range
of approximately 50 nm~500 nm.

Returning to FIG. 7, after forming the silver layer 202, a
silicon layer may be formed on the silver layer 202 (S102). A
corresponding semiconductor structure is illustrated in FIG.
2.

As shown in FIG. 2, after forming the silver layer 202, a
silicon layer 203 may be formed on the silver layer 202. The
silicon layer 203 may have at least one layer of grapheme-like
silicon which may refer to silicene. The silicon layer 203 may
be just a single graphene-like silicon layer. The silicon layer
203 may also be a plurality of graphene-like silicon layers
stacking together. The silicon layer 203 may be formed by any
appropriate process, such as an atomic layer deposition
(ALD) process, a metal organic deposition (MOCVD) pro-
cess, a molecular beam epitaxy (MBE) process, a vapor-
liquid-solid (VSL) process, a wet chemical process, etc.

Because the silicon layer 203 have at least one layer of
graphene-like silicon may have a very high carrier mobility, a
transistor using the silicon layer 203 as a channel material
may have an enhanced carrier mobility, thus the performance
of the transistor may be improved. In certain other embodi-
ments, other appropriate graphene-like layers may also be
used as a channel material of a transistor, such as doped
hexagonal boron nitride, or doped molybdenum disulfide, etc.

Returning to FIG. 7, after forming the silicon layer 203, a
silver oxide layer may be formed (S103). FIG. 3 illustrates a
corresponding semiconductor structure.

As shown in FIG. 3, a silver oxide layer 204 is formed
between the silicon layer 203 and the silver layer 202. The
semiconductor substrate 201, the silver layer 202 and the
silver oxide layer 203 may form a back gate structure 200.
The silver oxide layer 204 may be formed by oxidizing a top
portion of the silver layer 202 underneath the silicon layer
203. Specifically, the semiconductor substrate 201 with the
silver layer 202 and the silicon layer 203 may be put in an
oxygen environment. Silicon atoms in the silicon layer 203
may arrange as graphene-like hexagonal patterns, the silicon
layer 203 may be rather loose. Therefore, oxygen atoms may
penetrate through the silicon layer 203, and reach the silver
layer 202. The oxygen atoms may react with the top portion of
the silver layer 202, and form the silver oxide layer 204.

The oxidation process of the silver layer 202 is relatively
fast, thus the efficiency of forming a transistor may be
improved. Further, the oxidation process may be well com-
patible with existing semiconductor processes, it may be
unnecessary to acquire new instrument, the production cost
may be lowered. Other appropriate processes may also be
used to oxidize the silver layer 202 to form the silver oxide
layer 204, such as a wet chemical process, or an oxygen
plasma process, etc.

A thickness of the silver oxide layer 204 may have impact
on certain aspects of the semiconductor structure. Ifthe thick-
ness of the silver oxide layer 204 is too small, the silver oxide
layer 204 may be unable to isolate a gate region consisting of
the semiconductor substrate 201 and the silver layer 202 and
a channel region made of the graphene-like silicon layer 203.
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If the thickness of the silver oxide layer 204 is too big, silver
may be wasted. In one embodiment, the thickness of the silver
oxide layer 204 may be in a range of approximately 1 nm~2
nm. The thickness of the silver oxide layer may be controlled
by parameters of the oxidation process, such as oxidation
time, oxidation temperature, or flow of oxygen, etc.

Returning to FIG. 7, after forming the silver oxide layer
203, a source region and a drain region may be formed (S104).
FIG. 4 illustrates a corresponding semiconductor structure.

As shown in FIG. 4, a source region 207 and a drain region
208 are formed to connect with the silicon layer 203. Thus a
single gate transistor is formed. The source region 207 and the
drain region 208 may be formed by a standard photo lithog-
raphy process (may refer to a microfabrication process), or an
electron beam lithography process (may refer to a nanofab-
rication process). The source region 207 and the drain region
208 may also be directly formed by a focused ion beam
process. Other appropriate processes may also be used to
form the source region 207 and the drain region 208.

The silicon layer 203 having at least one layer of graphene-
like silicon may have a relatively high carrier mobility, thus
the performance of the transistor having the silicon layer 203
as a channel material may be improved.

Thus, a back-gated transistor, may also refer to single gate
transistor, may be formed.

In certain other embodiments, a top gate structure (not
shown) may be formed on the silicon layer 203 to formed a
top-gated single gate transistor. The top gate structure may
include a gate dielectric layer on the silicon layer 203, and a
gate layer on the gate dielectric layer.

In certain other embodiments, a top gate structure may be
formed on the silicon layer 203 before forming the source
region 207 and the drain region 208 to form a dual gate
transistor. FIG. 5 illustrates a corresponding semiconductor
structure, and FIG. 6 shows a three dimensional structure of
the semiconductor structure shown in FIG. 5.

As shown in FIGS. 5-6, a top gate structure 210 is formed
on the silicon layer 203. The top gate structure 210 may have
a top gate dielectric layer 205 and a top gate layer 206.
Further, a back gate structure 200 is already formed in the
semiconductor structure, including the semiconductor sub-
strate 201, the silver layer 202, and the silver oxide layer 203.
After forming the top gate structure 210, a transistor with dual
gates, e.g., the back gate structure 200 and the top gate struc-
ture 210, may be formed. That is, channel region (may refer to
the graphene-like silicon layer 203) of the transistor may be
controlled by both the back gate structure 200 and the top gate
structure 210, the operating speed of the transistor may be
increased, and the size of the transistor may be reduced.

Referring to FIG. 5, a process for forming the top gate
structure 210 may include forming a top gate dielectric mate-
rial layer on the silicon layer 203, and forming a top gate
material layer on the top gate dielectric material layer. The
process for forming the top gate structure 210 may also
include patterning the top gate dielectric layer, and patterning
the top gate material layer. Therefore, the top gate dielectric
layer 205 is formed on the silicon layer 203, and the top gate
layer 206 is formed on the top gate dielectric layer 205. The
top gate dielectric layer 205 and the top gate layer 206 may
form the top gate structure 210.

The top gate dielectric layer 206 may be a high-K material.
The high-K material may be one or more of hafnium oxide,
zirconium oxide, lanthanum oxide, aluminum oxide, titanium
oxide, barium titanate, lanthanum aluminum oxide, yttrium
oxide, hafnium oxynitride, zirconium oxynitride, lanthanum
oxynitride, aluminum oxynitride, titanium oxynitride,
barium strontium oxynitride, lanthanum aluminum oxy
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nitride and yttrium oxynitride. Other appropriate material
may also be used to form the top gate dielectric layer 206.

Various processes may be used to form the top gate dielec-
tric layer 206, such as a chemical vapor deposition (CVD)
process, a physical vapor deposition (PVD) process, or an
atomic layer deposition (ALD) process. In one embodiment,
the top gate dielectric layer 206 is formed by an ALD process.

The top gate layer 206 may be made of one or more of
tungsten, tantalum, vanadium, titanium nitride, zirconium
nitride, hafnium nitride, vanadium nitride, niobium nitride,
tantalum nitride, tungsten nitride, aluminum titanium nitride,
tantalum carbide, tantalum magnesium nitride, and tantalum
carbo-nitride. Various processes may be used to form the top
gate layer 206, such as a CVD process, a PVD process, or an
ALD process.

After forming the top gate structure 210, a source region
207 and a drain region 208 may be formed on the silicon layer
203 exposed at both sides of the top gate structure 206. The
source region 207 and the drain region 208 may connect with
the silicon layer 203.

When a transistor is functioning, a channel may be formed
in the silicon layer 203 between the source region 207 and the
drain region 208, because the silicon layer 203 having at least
one layer of graphene-like silicon may have a relatively high
carrier mobility, the performance of the transistor may be
enhanced.

In certain other embodiments, the transistor may be con-
trolled by only the top gate structure 210, thus the transistor
may refer to a top-gated single gate transistor.

Thus, a transistor may be formed by the above disclosed
processes and methods, the corresponding transistor is illus-
trated in FIG. 5. The transistor includes a semiconductor
substrate 201 which is used as a gate of a back gate structure
200. The transistor also includes a silver layer 202 which is
used as a substrate for forming the silicon layer 203, and a
silver oxide layer 204. Further, the transistor includes the
silicon layer 203 having at least one layer of graphene-like
silicon. Further the transistor also includes a source region
207 and the drain region 208, and a top gate structure 210
having a top gate dielectric layer 205 and a top gate layer 206.
The detailed structures and intermediate structures are
described above with respect to the fabrication methods.

The above detailed descriptions only illustrate certain
exemplary embodiments of the present invention, and are not
intended to limit the scope of the present invention. Those
skilled in the art can understand the specification as whole and
technical features in the various embodiments can be com-
bined into other embodiments understandable to those per-
sons of ordinary skill in the art. Any equivalent or modifica-
tion thereof, without departing from the spirit and principle of
the present invention, falls within the true scope ofthe present
invention.

What is claimed is:

1. A method for fabricating a transistor, comprising:

providing a semiconductor substrate of highly doped sili-

con;
forming a metal layer over the semiconductor substrate;
forming a silicon layer on the metal layer, the silicon layer
having at least one layer of graphene-like silicon formed
by silicon atoms arranged in a hexagonal crystal lattice;

forming a metal oxide layer underneath the silicon layer,
after forming the silicon layer, by passing oxygen
through the silicon atoms in the silicon layer to oxidize
a top portion of the metal layer to form a metal oxide
layer and a remaining metal layer;

forming a source region and a drain region contacting on

surface portions of the silicon layer; and
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after forming the source region and the drain region, form-
ing a top gate structure on the silicon layer between the
source region and the drain region, wherein the silicon
layer under the top gate structure is used as a channel
layer for the top gate structure, wherein:

a back gate structure is provided by the semiconductor
substrate of highly doped silicon as a back gate elec-
trode, the remaining metal layer as a back gate metal
layer, after the metal oxide layer is formed, and the metal
oxide layer as a back gate dielectric layer, and

the channel layer for the top gate structure is electrically
controlled by both the top gate structure and the back
gate structure.

2. The method according to claim 1, wherein:

the metal layer comprises silver, and the metal oxide layer
comprises silver oxide.

3. The method according to claim 2, wherein:

a thickness of a silver oxide layer is in a range of approxi-
mately 1 nm-2 nm.

4. The method according to claim 2, wherein forming the

silicon layer further includes:

one of an atomic layer deposition (ALD) process, a metal
organic chemical vapor deposition (MOCVD) process, a
molecular beam epitaxy (MBE), a vapor-liquid-solid
(VSL) process, and a wet chemical process.

5. The method according to claim 2, wherein:

a silver layer is formed by a physical vapor deposition
process.

6. The method according to claim 5, wherein:

athickness of the silver layer is in a range of approximately
50 nm-500 nm.

7. The method according to claim 1, wherein the step of

forming the top gate structure includes:

forming a top gate dielectric layer on the silicon layer, and

forming a top gate layer on the top gate dielectric layer.

8. The method according to claim 7, wherein:

the top gate dielectric layer comprises a high-K material
layer comprising hafnium oxide, zirconium oxide, lan-
thanum oxide, aluminum oxide, titanium oxide, barium
titanate, lanthanum aluminum oxide, yttrium oxide,
hafnium oxynitride, zirconium oxynitride, lanthanum
oxynitride, aluminum oxynitride, titanium oxynitride,
barium strontium oxynitride, lanthanum aluminum oxy
nitride, and yttrium oxynitride.

9. The method according to claim 8, wherein:

the high-k layer is formed by an atomic layer deposition
(ALD) process.

10. The method according to claim 7, wherein:

the top gate layer comprises tungsten, tantalum, vanadium,
titanium nitride, zirconium nitride, hafnium nitride,
vanadium nitride, niobium nitride, tantalum nitride,
tungsten nitride, aluminum titanium nitride, tantalum
carbide, tantalum magnesium nitride, and tantalum
carbo-nitride.

11. The method according to claim 10, wherein:

the top gate layer is formed by a chemical vapor deposition
process, a physical vapor deposition process, or an
atomic layer deposition process.

12. The method according to claim 1, wherein:

a portion of each of the source region and the drain region
formed on the silicon layer is also formed on the metal
oxide layer.

13. A transistor, comprising:

a semiconductor substrate of highly doped silicon;

a metal layer disposed over the semiconductor substrate;

a metal oxide layer on the metal layer, wherein the semi-
conductor substrate of highly doped silicon is used as a
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back gate electrode, the metal layer is used as a back gate
metal layer, and the metal oxide layer is used as a back
gate dielectric layer of a back gate structure;
a silicon layer having at least a graphene-like silicon layer
disposed on the metal oxide layer,
wherein the graphene-like silicon layer comprises sili-
con atoms arranged in a hexagonal crystal lattice, and
wherein the metal oxide layer underneath the silicon
layer is an oxidation layer formed by oxidizing a top
portion of the metal layer by passing oxygen through
the silicon atoms of the silicon layer, after the silicon
layer has been disposed on the metal layer;
a source region and a drain region contacting on surface
portions of the silicon layer; and
atop gate structure on the silicon layer between the source
region and the drain region, wherein:
the silicon layer under the top gate structure is used as a
channel layer for the top gate structure, and
the channel layer for the top gate structure is electrically
controlled by both the top gate structure and the back
gate structure.
14. The transistor according to claim 13, wherein:
the metal layer comprises silver, and the metal oxide layer
comprises sliver oxide.
15. The transistor according to claim 14, wherein:
a thickness of a silver oxide layer is in a range of approxi-
mately 1 nm-2 nm.
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16. The transistor according to claim 14, wherein:

a thickness of a silver layer is in a range of approximately
50 nm-500 nm.

17. The transistor according to claim 13, wherein:

the top gate structure includes a top gate dielectric layer on
the channel layer, and a top gate layer on the top gate
dielectric layer.

18. The transistor according to claim 17, wherein:

the top gate dielectric layer comprises a high-K material
layer comprising hafnium oxide, zirconium oxide, lan-
thanum oxide, aluminum oxide, titanium oxide, barium
titanate, lanthanum aluminum oxide, yttrium oxide,
hafnium oxynitride, zirconium oxynitride, lanthanum
oxynitride, aluminum oxynitride, titanium oxynitride,
barium strontium oxynitride, lanthanum aluminum oxy
nitride, and yttrium oxynitride.

19. The transistor according to claim 17, wherein:

the top gate layer comprises tungsten, tantalum, vanadium,
titanium nitride, zirconium nitride, hafnium nitride,
vanadium nitride, niobium nitride, tantalum nitride,
tungsten nitride, aluminum titanium nitride, tantalum
carbide, tantalum magnesium nitride, and tantalum car-
bon-nitride.

20. The transistor according to claim 13, wherein:

a portion of each of the source region and the drain region
formed on the silicon layer is also formed on the metal
oxide layer.



